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PRESS "MENU"

Select any of the 
55 installed 
programs

VALIDE

TOKEN MODE IF 
1

VALIDE

ACTIVATE / DE-ACTIVATE THE INTERNAL CARD READER ON THE 
DATEC. 

0=TURN OFF READER. IF USED WITH PROMATIC CARDS, YOU USE 
FREEPLAY ON/OFF FUNCTION INSTEAD.

1-6 = TURN ON CARD READER AND ALSO START WITH FREE 
CREDITS  FOR 1 ROUND FOR 1-6 SHOOTERS.

7 = TURN ON CARDREADER WITHOUT GIVING FREE CREDITS.

SWAP TRAPS VALIDE

CHANGE THE TRAP SIGNAL LINE OUT.
WORKS BOTH FOR RADIO AND WIRE.

 FACTORY PRESET SIGNAL OUT:
UNIVERSAL TRENCH: 1-5

ABT / NORDIC TRAP: 8
SKEET: 13-14

OLYMPIC TRENCH: 1-15
COMPAK SPORTING: 1-5 and 11 (machine 6)

SPORTRAP: 1-5

RESET TRAPS
SET ALL SETTINGS FOR MACHINES SIGNAL OUTPUT BACK TO 

FACTORY PRESET

SOUND ADJUST SHOTGUN RANGE

VALIDE

VALIDE
VALUE FOR DETECTING SHOTGUN SOUND.

LOWER IS MORE SENSITIVE.
DEFAULT: 4 or 5

VALIDE

CHANGE VOLUME VALIDE
ON OR OFF.

GIVES USERS ACCESS TO CHANGE VOLUME WITH THE 
VOLUME +/- BUTTONS ON THE FRONT OF DATEC.

POWER  MIC 3 VALIDE

0-40 +. DEFAULT 15.
ADJUST THE VOLUME ON MIC # 3 FOR ALL ALARM 

SOUNDS LIKE STARTUP, NO-BIRD, SERIES FINISHED ETC.
DO NOT SET THE VOLUME TOO HIGH, SINCE IT IS 

POSSIBLE TO DAMAGE THE CIRCUIT IF THE SOUND IS TOO 
HIGH OVER AN EXTENDED PERIOD OF TIME.

MICRO MODE VALIDE

CHANGE HOW MANY MIC´S ARE OPEN.
4 KILLER MIC - ONLY 1 MIC IS OPEN. BEST FOR TRENCH.

2 KILLER MIC - 3 MICS ARE OPEN. BETTER FOR 
DISCIPLINES WERE SHOOTER CALLS FOR TARGET TO THE 

LEFT AND RIGHT OF THE STATION.
ALL OPEN - ALL 5 MICS ARE OPEN



VOICE ANALYZE.

SELECT BETWEEN ANALOGUE OR NUMERIC MODE.
ANALOGUE HAS QUICKER REACTION TIME AND BETTER 

SENSITIVITY.
NUMERIC IS BETTER FOR VERY WINDY AREAS.

VALIDE

VOCAL POWER

WORKS ONLY IN NUMERIC MODE.
SET SENSITIVITY FOR ALL MIC´S FROM 1-16. HIGHER 

VALUE IS MORE SENSITIVE.
DEFAULT: 8.

VALIDE

POWER MICRO 1 TO 
8

WORKS ONLY IN NUMERIC MODE.
SET THE SENSITIVY FOR EACH INDIVIDUAL MICROPHONE.

IF YOU CHANGE THE VALUE IN THE "VOCAL POWER" 
MENU ABOVE, YOU WILL RESET ALL INDIVIDUAL VALUES 

YOU HAVE SET FROM THIS MENU.

VALIDE

ALL TIMERS NO BIRD DELAYVALIDE

THE TIME IT TAKES FROM A TARGET IS LAUNCHED, UNTIL 
IT IS DECLARED A "NO-BIRD" . IMPORTANT TO ADJUST ON 
A SPORTING GROUND IF YOU HAVE TARGETS WITH LONG 
FLIGHT PATHS. NORMAL COMPAK RANGE WILL HAVE 5-6 

SECONDS (50-60 IN THE SETTINGS).

VALIDE

DELAY PAUSE

THE TIME IT TAKES FOR THE DATEC TO SWITCH BETWEEN 
STATIONS AND OPEN THE NEXT MICROPHONE. IF YOU 

HAVE MANY SHOOTERS ON YOUR GROUND WITH 
SEMI-AUTO, SET THE VALUE HIGHER SO THAT THEY CAN 

LOAD THEIR GUNS WITHOUT ACTIVATING THE 
MICROPHONE. FOR EXAMPLE TO 3 SECONDS.

DEFAULT = 15 (1,5 SECONDS).

VALIDE

DELAY NON-SOL

TOTAL SIGNALTIME OUT TO THE MACHINES. USED FOR 
BOTH WIRED AND RADIOSIGNAL.

DEFAULT: 3 =0,3 SECONDS.
VALIDE

WAIT END SHOOT

IF YOU WANT THE DATEC TO PAUSE WHEN THE SERIES IS 
OVER (FOR SQUADDED SHOOTING) SO YOU CAN SEE THE 

RESULTS ON THE SCREEN. YOU VALIDATE THE SCORE 
WITH THE "VALIDE"  BUTTON. 

IF YOU USE AN EXTERNAL TOKEN MODE, TURN THIS 
FUNCTION OFF.
DEFAULT: ON

VALIDE

SETS THE MAX TIMER. THIS WILL BE DIFFERENT FROM 
TRAP TO SKEET AND COMPAK. FOR NORDIC TRAP AND 
SKEET IT IS VARIABLE. FOR UT/OT/COMPAK IT IS FIXED.

SKEET=30
COMPAK=2
TRENCH=0

DELAY STOP

HOW LONG TIME BEFORE THE SHOOTING SEQUENCE IS 
AUTOMATICALLY ENDED, IF THERE ARE NO ACTIVITY.  IF 

YOU HAVE MACHINEPROBLEMS OR OTHER ISSUES 
CAUSING YOU TO STOP THE SHOOTING, IT IS IMPORTANT 

THAT YOU USE THE PAUSE SWITCH ON THE REFEREE 
CABLE TO STOP THIS TIMER. IF YOUR DELAY IS LONGER 
THAN THIS TIMER, THE DATEC WILL EITHER TAKE OUT 

SHOOTERS FROM THE LINE OR STOP THE WHOLE 
SHOOTING SEQUENCE (SQUADDED).

DEFAULT 100 = 10 MINUTES

VALIDE



REPEAT DELAY

ONLY APPLICABLE IF YOU SET TWO TARGETS FROM THE 
SAME MACHINE. SETS THE TIME BETWEEN THE TWO 

TARGETS.
DEFAULT: 30 = 3 SECONDS.

VALIDE

FIRE DELAY

SETS THE MAX TIMER. THIS WILL BE DIFFERENT FROM 
TRAP TO SKEET AND COMPAK. FOR NORDIC TRAP AND 
SKEET IT IS VARIABLE. FOR UT/OT/COMPAK IT IS FIXED.

SKEET=30
COMPAK=2
TRENCH=0

VALIDE

TIME END PO

SETS THE TIME FOR HOW LONG IT TAKES FOR THE DATEC 
TO INSERT A NEW SHOOTER INTO THE LINE AFTER 

SHOOTER IN STATION 5 IS FINISHED.
DEFAULT = 5 (SECONDS)

IF YOU SET THIS TO 0, YOU TURN THIS AUTOMATIC 
FUNCTION OFF AND HAVE TO MANUALLY CONFIRM THE 
NEXT SHOOTER TO THE LINE WITH THE VALIDE BUTTON.

VALIDE

RADIO OPTIONS RADIO SENDERVALIDE
TURNS THE RADIO TRANSMITTER ON/OFF. IF THE 

TRANSMITTER IS TURNED OFF, THE DATEC WILL ONLY 
SEND SIGNAL VIA WIRE.

VALIDE

CHANGE RECEIVER CHANGE RADIO CHANNEL BETWEEN 1-16VALIDE

FO AND COMPAK

FOSSE OLYMPIQUE AND COMPAK MODE.
SPECIAL MODE IF YOU HAVE A COMBINED FO AND 

COMPAK RANGE. IF TURNED ON, DATEC WILL ONLY SEND 
SIGNAL VIA WIRE ON ALL TRENCH DISCIPLINES AND ONLY 

SEND SIGNAL VIA RADIO ON COMPAK AND SPORTING 
DISCIPLINES.

WHEN YOU USE FOR COMPAK MODE, THE DATEC SWAP 
SIGNAL OUTPUT FROM  LAUNCHER 11 TO 6 

AUTOMATICALLY.

VALIDE

SECURITY RADIO

TURN RADIO CODING ON/OFF. MAKE THIS DECISION 
BEFORE INSTALLATION. IF YOU CHANGE SECURITY MODE 

AFTER INSTALLATION,  YOU HAVE TO REPROGRAM ALL 
RECEIVERS.
DEFAULT: ON

VALIDE

RADIO MODE

CHANGE BETWEEN JPB RADIO AND PROMATIC. PLEASE 
BE AWARE THAT YOU CAN NOT MIX RADIO SYSTEMS ON 

ONE LAYOUT.
VALIDE



PARAM CARDS GROUND NUMBERVALIDE
IS SET AUTOMATIC WHEN PRESENTED WITH A PROMATIC 

MANAGER CARD OR WITH A JPB GROUND CARD.
THIS SETTING MUST NOT BE CHANGED.VALIDE

SECURITY CODE IS SET AUTOMATIC WHEN PRESENTED WITH A PROMATIC 
MANAGER CARD OR WITH A JPB GROUND CARD.

THIS SETTING MUST NOT BE CHANGED.

VALIDE

TOKEN MODE IF 1 
FOR ONE ROUND

NUMBER OF TOKENS/TARGETS THAT ARE DEDUCTED 
FROM A SHOOTERS CARD, IF YOU USE CARD SYSTEM. 

REMEMBER, THIS MUST BE CHANGED IF YOU SHOOT ANY 
OTHER PROGRAM THAT IS MORE /LESS THAN 25 

TARGETS.
DEFAULT = 25

VALIDE

CHANGE PARCOUR

THIS MENU ONLY WORKS IF YOU HAVE A CARD SYSTEM 
ACTIVE. IT GIVES THE SHOOTER THE OPTION TO SWAP 
BETWEEN (UP TO) 8 PRESET PROGRAMS SET BY THE 

GROUND MANAGER.
THE NUMBER DISPLAYED IS THE MEMORY POSITION OF 

THE SHOOTING PROGRAM YOU WANT TO INCLUDE.
FOR EXAMPLE 55 = FITASC COMPAK #40.

GO TO THE FIRST MENU "CHANGE PROGRAM" FIRST TO 
SEE WHICH PROGRAMS AND MEMORY POSITIONS YOU 

WANT TO INCLUDE.  WRITE DOWN THE PROGRAMS 
MEMORY POSTION ON A NOTE SO YOU HAVE THIS IN 

FRONT OF YOU. AFTERWARDS, YOU GO BACK TO THIS 
MENU (CHANGE PARCOUR)  TO SET UP TO 8 (A-H) PRESET 
POSITIONS.IF YOU SET A MEMORY POSITION TO 0, IT WILL 

NOT BE DISPLAYED TO THE SHOOTER.  

WE RECOMMEND YOU START WITH THE HIGHEST NUMBER 
ON POSITION A AND LOWEST NUMBER ON POSTITION H. 

THIS IS BECAUSE  THE DATEC SORTS THE LIST FROM H-A 
AND IT MAKES IT EASIER FOR THE SHOOTER TO SCROLL 

THROUGH THE LIST WHEN IT IS SORTED THIS WAY.

VALIDE

AUTOMATIQUE A-H
THIS MENU SETS WHICH MEMORY POSITION YOU WANT 
TO WITHDRAW THE CLAYS FROM, ON THE SHOOTERS 

CARD. NORMALLY THIS IS NOT USED, BUT IF YOU WANT 
TO USE DIFFERENT PRICE SETTINGS FOR DIFFERENT 

SHOOTING DISCIPLINES, THIS IS THE MENU YOU CAN USE 
FOR THIS.

 
JPB CARDS = 1-3

PROMATIC CARDS = 1-8
DEFAULT = 1

VALIDE

PARTIAL 
COUNTER

COUNTER #1 ON 
DATEC FOR 

LAUNCHED CLAYS. 
RESET WITH 

VALIDE.

VALIDE

INSERT CARD ONE 
TIME / MANY TIMES

CHOOSE IF YOU WANT THE SHOOTERS TO BE ABLE TO 
USE THE SAME CARD MANY TIMES OR ONLY ONE TIME. IF 

ONLY ONE TIME, THE DATEC WILL NOT ACCEPT THE 
SHOOTERS CARD UNTIL HE IS FINISHED SHOOTING. IF 

YOU CHOOSE "MANY TIMES" THE SHOOTER CAN USE THE 
SAME CARD AS MANY TIMES HE WANTS, IN OTHER 

WORDS, ONE SHOOTER CAN USE HIS/HER CARD FOR 
OTHER SHOOTERS TOO.

VALIDE



TOTAL COUNTER

COUNTER #2 ON 
DATEC FOR 

LAUNCHED CLAYS. 
RESET WITH 

VALIDE.

VALIDE

CHANGE 
PASSWORD

RESET PASSWORD WITH A NUMBER BETWEEN 
1-255 TO HAVE MANUAL ACCESS TO THE DATEC 

WITHOUT A MANAGER / GROUND CARD.
0=PASSWORD OFF

YOU HAVE TO RESTART DATEC TO RESET 
PASSWORD.

VALIDE

TIME TOKEN
CHANGE DATA OUTPUT FOR RS232 PORT.
USE "CARD" FOR FITASC.EXE PROGRAM.

USE "ETH"  FOR BB232 PROGRAM.
THE OTHER SETTINGS ARE FOR EXTERNAL 

TOKEN BOX. YOU HAVE TO RESTART DATEC TO 
TURN THIS CHANGE INTO EFFECT. 

VALIDE

COMPAK ON 
LINE

TURN "ON" TO SET THE DATEC IN INLINE MODE 
INSTEAD OF SQUADDED MODE.

VALIDE

LIMIT NO BIRD

SET THE MAXIMUM NUMBER OF NO-BIRDS 
AVAILABLE FOR EACH SHOOTER. NO-BIRDS ARE 

CALCULATED AS # OF SHOOTERS X LIMIT NO 
BIRD. EXAMPLE:

5 SHOOTERS X 3 (LIMIT) = 15 NOBIRDS 
AVAILABLE

25=FUNCTION TURNED OFF
0=NO LIMIT AND AUTOMATIC VIEW OF FIRST 

TARGET IN COMPAK, IF THERE IS A SHOOTER 
MISSING ON THE STATION IN FRONT OF THE 

ACTIVE SHOOTER.

VALIDE

MANUAL NOBIRD
TURN ON / OFF TO ACTIVATE/DE-ACTIVATE THE 

NO-BIRD BUTTON ON THE DATEC.
 DEFAULT = FREE

VALIDE

CHANGE 
LANGUAGE

CHANGE MENU LANGUAGE BETWEEN ENGLISH 
AND FRENCH.

VALIDE



SPECIAL 
OPTIONS

VALIDE

SKEET LIGHTS

CHANGE THE OUTPUT OF THE RELAYS FOR SKEET 
LAMPS.

DEFAULT = 12 AND 13
SET 0 TO TURN OFF OR USE ANY RELAY BETWEEN 1-16.

COMPAK
MIC LIGNE 2 

ON/OFF

ONLY FOR RANGES USING TWO  MICROPHONE CARDS. 
DEFAULT ON.

UNIVERSAL 
LAUNCHER

VALIDE

OUTPUT FOR UNIVERSAL TRENCH.
DEFAULT 6-10.

CAN BE CHANGED TO 11-15.

ORDER 4 
SHOOTERS

FOR TRAP / TRENCH. CHANGE START POSITION OF 
SHOOTERS.

DEFAULT = 1-2-3-4-5
OPTION= 1-3-5-6

ANTIBRUIT VALIDE

USED TO KILL BACKGROUND NOICE BUT IS NORMALLY 
NOT USED. ASK YOUR AGENT BEFORE DOING ANY 

ADJUSTMENTS.
DEFAULT = 220

ADJUST BETWEEN 220-250

VALIDE

AUTRE/OTHER 
MIC. LIGNE 2 

ON/OFF

ONLY FOR RANGES USING TWO  MICROPHONE CARDS. 
DEFAULT ON.VALIDE

VALIDE

PLEASE  ONLY CHANGE  SETTINGS UNDER 
SPECIAL OPTIONS WHILE CONSULTING A 

DATEC TECHNICIAN.

VALIDE



SHOTGUN TIME VALIDE

ONLY TO BE CHANGED IF THERE IS A PROBLEM 
DETECTING THE SECOND SHOT. 

SHOULD NORMALLY NOT BE CHANGED AND ONLY FOR 
DOUBLETRAP.
DEFAULT = 2

VIDEO MODE
CHANGE BETWEEN PAL AND NTSC. PAL IS USED FOR 

EUROPEAN SIGNAL.

RESETE ALL 
MEMORY

NOT TO BE USED EXCEPT IF YOU WANT 
TO RESET ALL SETTINGS ON THE DATEC.

TIME DATE

SET DATE / YEAR AND TIME ON THE DATEC. THIS IS 
DISLPAYED ON THE TV-SCREEN IF YOU ATTACH A 

MONITOR TO THE VIDEO OUTPUT.

CRC ERROR ERASE 
/ EFFACE

USE AFTER UPGRADING SOFTWARE ON DATEC TO ERASE 
CRC ERROR.

FITASC MODIF 
MODE ON/OFF

ENABLE DOUBLEZERO AND BREAK ON THE REFEREE 
BOX, WITH THE SAME BUTTON.

DEFAUL - OFF.

VART DEBUG 
VOICE ON/OFF

FOR PROGRAMMING PURPOSES.
NEVER CHANGE!
DEFAULT - OFF.

LAN MEMORY 
MODE ON/OFF

FOR PROGRAMMING PURPOSES.
NEVER CHANGE!

DEFAULT - ON.

ENABLE AUTOMATIC NO BIRD.
DEFAULT - ON.

VALIDE

VALIDE

VALIDE

VALIDE

VALIDE

VALIDE

VALIDE



PARAMETER 
PROGRAM

THIS MENU IS ONLY FOR SPECIAL TRAP RANGES TO INSTALL  SELECTED TRAP PROGRAMS . IF 
YOU PRESS VALIDE ON ANY OF THESE PROGRAMS, YOU WILL REPLACE  THE ACTIVE SHOOTING 

MEMORY POSITION, WITH THE SELECTED  PROGRAM IN THIS MENU.

FOR EXAMPLE, YOU HAVE MEM POSITION #55 (FITASC # 40) ACTIVE BEFORE PRESSING THE MENU 
BUTTON AND  SCROLLING INTO THIS MENU.  YOU THEN SELECT "OLYMPIQUE FINAL"  AND PRESS 
VALIDE. YOU HAVE NOW DELETED FITASC #40 AND REPLACED IT WITH "OLYMPIQUE FINAL" . ON 

MEMORY POSITION 55. 

THIS PROCEDURE IS NOT REVERSIBLE.
WE RECOMMEND YOU NEVER CHANGE THESE SETTINGS SINCE YOU CAN DELETE PROGRAMS AND 

THEN HAVE TO RE-INSTALL THEM VIA A COMPUTER.

VALIDE

NBA: ON/OFF

ENABLE AUTOMATIC NO BIRD.
DEFAULT - ON.

INTERNAL EPROM

FOR PROGRAMMING PURPOSES.
DO NOT USE.

NO SECURITY 
CODE

DO NOT USE.
LOCKS THE DATEC AFTER A SET NUMBER OF TARGETS 

HAVE BEEN LAUNCHED.

VALIDE

VALIDE
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